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  Student Galleries South Walkthrough Checklist 

I. Wall Care and Maintenance 
A. Holes patched properly (Cannot tell they were there) 

1. 



 

        
 
        

      
          
             

         
     

       
       

      
      

      
      
             

 
 



 

    
        

 
          

       
 

        
          

      
      

      
       

        

   
   

III. Lights and Technology 
A. Lights that are dead or not functioning mark with tape and tell 
Preparator 

1. You may leave lights in the tracks for the next exhibitor to use. 

2. Lights that are not used can be placed on the light cart that is in the tool 
closet. 

B. Return any borrowed tools (laser level, etc.) or electronics 
1. If laser level, palm sander, or any other power tools were used during 
installation, return them directly to Preparator. Any damaged tools are the 
responsibility of the borrower to replace or fix. 

2. If any electronics (televisions, projectors, dvd players, etc.) were 
borrowed for installation, return in good working order with appropriate cords. 
Any damaged electronics are the responsibility of the borrower to replace or fix. 

IV. Final Cleaning 
A. Take garbage to dumpster 
B.  Leave  no  food or drinks  
C.  Artwork is  not  to be  stored in hallway,  closets,  or gallery  areas  at  
any  time  for any  reason  after deinstallation  

1.  Any  artwork  or  installation  material that is  left in  the gallery  or  in  the 
back  hallway  will be thrown  in  the dumpster.  

D.  Counters  cleaned and organized  
E.  Any  tables  or chairs  returned to their original  location  

1.  There is  one table in  the back  hallway. If  more tables  are needed notify  
the Preparator.  


	I. Wall Care and Maintenance
	A. Holes patched properly (Cannot tell they were there)
	1. Once nails/screws (or any hanging apparatus) is removed, use a hammer to gently knock down any raised areas of the sheetrock.
	2. Using the DryDex (w/ dry time indicator) spackling that you purchased, apply enough spackle to a putty knife to fill the hole/holes and push the spackle into the hole/holes scrapping away the excess and making it as smooth as possible with the putt...
	3. Once the spackling is dry (it turns white instead of pink), wet a sponge and wring it out so that it is damp, then wipe away the excess spackling around the hole/holes until the hole/holes are smooth and every indentation on the wall is unrecogniza...

	B. Wall painted properly (Rolled with no apparent flaws)
	1. DO NOT, UNDER ANY CIRCUMSTANCES, SPOT PAINT THE HOLES WITH A BRUSH! In the tool closet off of the back hallway you will find all that you need to paint the wall.
	2. Grab a roller tray, tray liner, roller, roller cover (only use the 9” rollers and covers), paint, and drop cloth.
	3. Put the tray liner in the tray, the roller cover on the roller, pour some paint in the lined tray, and lay the drop cloth on the floor below where you are going to paint. Once you have filled the lined tray with paint, use the roller to soak up the...
	4. Once you have completely covered your roller with paint, start rolling it onto the wall where your hole/holes are. Apply the bulk of the paint in and around your hole/holes. Use long vertical strokes to cover your hole/holes and as your roller lose...
	5. If more coats of paint are needed, wait for the first coat to dry and repeat step 4.
	6. If you painted the walls a different color for your exhibition, you will need to purchase the needed white paint from Reno Paint L6t coat to dry and repea7..



